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Cord Set Up
    Parts Needed:
-Computer USB cord (1)
-Sewing Cable (1)
-Plastic Tie Mounts (10)
-Velcro Ties (6)
-Plastic Cable Wrap (2)

Step 11: 

USB Cable
Sewing Machine Cable

Encoders

Sewing Machine Cable

Connect the USB cable to the Motor Plate unit as 
shown. The other end will connect to your Tablet/
Computer.

Attached the Sewing cable as shown here. The other 
end will connect to the back of the sewing machine. 
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	 Shown below, is the recommended cable setup for Quilt when 
connecting to a Q’nique sewing machine. Plastic mount locations are 
shown with arrows. Additional Velcro Ties, Zip Ties, and mounts may be 
used as needed. 

	 When installing the cables, make sure there is enough slack 
remaining to allow the full range of movement from the carriage on the 
frame front to back. You can use the take up rail as a guide for your 
maximum range.
 
Any extra cable slack should be looped up to avoid any snags. 

Step 11: Cord Set Up, continued.
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P2 USB Cable Instructions

Machine to Motor Plate USB Machine to Tablet USB

The small USB cable ( Machine to 
Tablet) gets plugged in the top of 
the machine and the other side 
plugs in to your tablet on the tablet 
tray.

The bigger USB cable (Machine to Motor 
Plate USB) gets plugged in the back of the 
machine. The other side, after machine 
is in place on the carriage and frame, will 
hook into the Motor Plate under your ma-
chine. As shown below.
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Finally check the alignment of the belt attached to the Belt Bracket. 
It is possible it may be slightly bowed to one side.

To address this you can adjust the wheels on the sewing machine by loosening the highlighted set screws 
shown below.
Then shift the machine over to ensure the belt is straight. 
Once aligned tight the set screws.
Please note this must be done on all four sets of wheels not just the two in the rear. 



Final Installation Checklist

1.	 Is the Motor Plate securely attached to the bottom Carriage?
2.	 Is the “Y” axis (short) belt correctly threaded through the gear box?
3.	 Is the “Y” axis (short) belt correctly aligned and the Tensioner/clamp bolts on the upper
	 Carriage tight?
4.	 Is the “X” axis (long) belt correctly threaded through the gear box?
5.	 Is the “X” axis (long) belt correctly aligned and the Tensioner/clamp bolts on the frame securely 	
       fastened?
6.	 Are the USB fully inserted into the motor plate? The connectors can be tight and appear fully 	
	 inserted, but may not make connection.
7.	 Are the cables securely attached to the carriage with enough slack to enable full  front-to-	 	
back and side-to-side?
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